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Cable > Xtra-Guard > Xtra-Guard 1 > Multiconductor > Unshielded > 600 V 

Xtra-Guard® 1
High Performance
600 V Unshielded, Multiconductor

UL CM
UL AWM 2501 VW-1
UL MTW
CSA AWM I/II A/B FT4
Operating Temperature
•  –30°C to +105°C
•  –30°C to +90°C (MTW)

Conductor Color Coding
•  Chart E (page 532)
•    Jacket Colors 

•  Put-ups: slate 
•   Bulk: nine colors available 

(page 31, minimums  
may apply)

Materials
•   Stranded tinned  

copper conductors
•   Premium PVC insulation
•  Nylon ripcord
•   Premium PVC jacket
•  UV resistant 

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)
Bulk, cut to length

FIT® Tubing Recommendations
•   FIT-221: General-purpose,  

cross-linked polyolefin (indoor)
•   FIT-321: Medium-wall,  

adhesive-lined, cross-linked  
polyolefin (outdoor)

16 AWG (1.23 mm2)

Stranding: 19/0.0117 (19 x 0.29 mm)
Insulation thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
5434 4 0.428 10.87 0.063 1.60
5435 5 0.464 11.79 0.063 1.60
5437 7 0.502 12.75 0.063 1.60
5439 9 0.579 14.71 0.063 1.60

5439/12 12 0.641 16.28 0.063 1.60
5439/15 15 0.698 17.73 0.063 1.60
5439/19 19 0.746 18.95 0.083 2.11
5439/25 25 0.908 23.06 0.083 2.11

14 AWG (2.08 mm2)

Stranding: 41/30 (41 x 0.25 mm)
Insulation thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
5442 2 0.406 10.31 0.063 1.60
5443 3 0.428 10.87 0.063 1.60
5444 4 0.464 11.79 0.063 1.60
5445 5 0.505 12.83 0.063 1.60
5447 7 0.547 13.89 0.063 1.60
5449 9 0.634 16.10 0.063 1.60

5449/12 12 0.703 17.86 0.063 1.60
5449/15 15 0.767 19.48 0.063 1.60
5449/25 25 0.998 25.35 0.083 2.11


