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EcoFlex® Cable
600 V Supra-Shield® Foil + Braid Shield, Multiconductor

UL AWM 21819 (600 V, 105°C)
UL AWM 21492 (300 V, 80°C)
UL VW-1
CSA I/II A/B FT1

Temperature Range
-40°C to + 80°C

Conductor Color Coding
•  Chart D

Materials
•  Tinned copper conductors
•  mPPE insulation
•  �Supra-Shield foil + braid shield: 

Aluminum/polyester/aluminum 
foil with 25% overlap min. 
Tinned copper drain wire  
Tinned copper braid,  
70% coverage min.

•  mPPE jacket, slate

Bend Radius
•  Unshielded: 5x static, 5x flexing
•  Shielded: 6x static, 8x flexing

Properties
•  Zero halogen
•  Specific gravity: 1.03
•  100% recyclable
•  Low outgassing
•  �Suitable for use in NFPA 79  

applications
•  IEC 60332-2 Flame Behavior

Availability
100 ft (30.5 m)
1000 ft (305 m)
Bulk, cut to length

28 AWG (0.09 mm2)

Stranding: 7/36 (7 x 0.13 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.035 (0.89 mm)

Part Number Conductors
Nominal Diameter

Inch mm
79261 2 0.174 4.42
79262 3 0.179 4.55

22 AWG (0.38 mm2)

Stranding: 19/34 (19 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.035 (0.89 mm)

Part Number Conductors
Nominal Diameter

Inch mm
79244 2 0.208 5.28
79245 3 0.216 5.49
79246 4 0.230 5.84
79247 6 0.260 6.60
79248 8 0.296 7.52
79249 10 0.318 8.08

26 AWG (0.14 mm2)

Stranding: 7/34 (7 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.035 (0.89 mm)

Part Number Conductors
Nominal Diameter

Inch mm
79256 2 0.182 4.62
79257 3 0.188 4.78
79258 4 0.198 5.03
79259 6 0.221 5.61
79260 8 0.248 6.30

24 AWG (0.24 mm2)

Stranding: 19/36 (19 x 0.13 mm)
Insulation thickness: 0.011 (0.25 mm)
Jacket thickness: 0.035 (0.89 mm)

Part Number Conductors
Nominal Diameter

Inch mm
79250 2 0.194 4.93
79251 3 0.201 5.11
79252 4 0.213 5.41
79253 6 0.239 6.07
79254 8 0.270 6.86
79255 10 0.289 7.34

FIT® Tubing Recommendations
•  �FIT-221L: Low smoke zero halogen
•  �FIT Spiral Wrap: Zero-halogen  

wrap simplifies wire harnessing,  
cabling, and bundling


