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EcoCable®
600 V Supra-Shield® Foil + Braid Shield, Multiconductor

UL AWM 21915
CSA AWM I/II A/B FT2

Operating Temperature
-50°C to 105°C

Conductor Color Coding
•  Chart E

Materials
•   Stranded tin-plated copper  

conductors
•  mPPE insulation
•   Supra-Shield foil + braid shield: 

Aluminum/polyester/aluminum 
foil with 25% overlap min. 
Tinned copper drain wire  
Tinned copper braid,  
70% coverage min.

•  mPPE jacket, slate

Properties
•  Zero halogen
•  Specific gravity: 1.03
•  100% recyclable
•  Low outgassing
•   Suitable for use in NFPA 79  

applications

Availability
100 ft (30.5 m)
1000 ft (305 m)
Bulk, cut to length

FIT® Tubing Recommendations
•   FIT-221L: Low smoke  

zero halogen
•   FIT Spiral Wrap: Zero-halogen 

wrap simplifies wire harnessing, 
cabling, and bundling 

24 AWG (0.28 mm2)

Stranding: 7/32 (7 x 0.20 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter

Inch mm
77201 4 0.203 5.16
77202 7 0.229 5.82
77203 12 0.279 7.09

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter

Inch mm
77204 4 0.217 5.51
77205 7 0.247 6.27
77206 12 0.304 7.72

20 AWG (0.56 mm2)

Stranding: 7/28 (7 x 0.32 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter

Inch mm
77207 4 0.237 6.02
77208 5 0.254 6.45
77209 7 0.271 6.88
77210 9 0.308 7.82
77211 12 0.337 8.56
77212 19 0.386 9.80

28 AWG (0.089 mm2)

Stranding: 7/36 (0.127 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter

Inch mm
77252 2 0.166 4.22
77253 3 0.172 4.37
77254 4 0.181 4.60
77255 6 0.202 5.13

26 AWG (0.14 mm2)

Stranding: 7/34 (0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Jacket thickness: 0.032 (0.81 mm)

Part Number Conductors
Nominal Diameter

Inch mm
77247 2 0.174 4.42
77248 3 0.180 4.57
77249 4 0.190 4.83
77250 6 0.214 5.44
77251 8 0.226 5.74


