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Cable > Communication, Control and Industrial > Multiconductor > Braid Shield > 600 V 

Communication and Control 
600 V Multiconductor, PE, PVC
Braid Shield

Operating Temperature
•  -20°C to +60°C

Conductor Color Coding
•   Chart H (page 533)

Materials
•    Stranded tinned copper  

conductors
•   Polyethylene insulation
•    Clear polyester wrap
•    Braided tinned copper shield, 

85% coverage
•   Slate PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)

20 AWG (0.52 mm2)

Stranding: 26/34 (26 x 0.16 mm)
Insulation thickness: 0.015 (0.38 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
1712 2 0.221 5.61 0.030 0.76
1713 3 0.248 6.30 0.035 0.88
1715 4 0.266 6.76 0.035 0.88
1716 5 0.285 7.24 0.035 0.88
1717 6 0.306 7.77 0.035 0.88
1719 8 0.327 8.31 0.035 0.88
1721 10 0.373 9.47 0.035 0.88
1723 12 0.384 9.75 0.035 0.88
1726 15 0.421 10.69 0.035 0.88
1728 20 0.462 11.73 0.035 0.88


