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Cable > Communication, Control and Industrial > Multiconductor > Unshielded > 300 V 

Communication and Control 
300 V Unshielded, Multiconductor, PVC, PVC

UL AWM 2576 (150 V) VW-1
UL CM 
CSA CMG FT4

Operating Temperature
•  -20°C to +80°C (AWM)
•  -20°C to +75°C (CM)
•  -20°C to +60°C (CMG)

Conductor Color Coding
•  Chart D (page 531)

Materials
•   Stranded or solid tinned copper 

conductors
•  PVC insulation
•  Slate PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.010 (0.25 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
1172C  2 0.164 4.17 0.032 0.81
1173C 3 0.172 4.37 0.032 0.81
1174C 4 0.185 4.70 0.032 0.81
1175C 5 0.200 5.08 0.032 0.81
1176C 6 0.215 5.46 0.032 0.81
1177C 7 0.215 5.46 0.032 0.81
1178C 8 0.230 5.84 0.032 0.81
1179C 9 0.246 6.25 0.032 0.81
1180C 10 0.264 6.71 0.032 0.81
1181C 12 0.272 6.91 0.032 0.81

1181/15C 15 0.294 7.47 0.032 0.81
1181/20C 20 0.326 8.28 0.032 0.81
1181/25C 25 0.364 9.25 0.032 0.81
1181/30C 30 0.385 9.78 0.032 0.81
1181/40C 40 0.429 10.90 0.032 0.81
1181/50C 50 0.478 12.14 0.035 0.89
1181/60C 60 0.520 13.21 0.035 0.89

22 AWG (0.32 mm2)

Stranding: Solid
Insulation thickness: 0.010 (0.25 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
1793C 2 0.157 3.99 0.032 0.81


