
TRAYCONTROL® 500 flexible, oil-resistant, open installation

TC-ER, PLTC-ER, ITC-ER, NFPA 79 Edition 2012
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205,0120,011,56  x  142,0863165 387,0202,015,04  x  105,2663188
473,0252,516,35  x  105,2663189216,0140,012,07  x  142,0863166

312,0180,014,79  x  142,0863167 607,0353,517,77  x  105,2663190
771,0454,520,69  x  105,2663191378,0200,015,810  x  142,0863168

434,0240,016,412  x  142,0863169 1061,0606,024,112  x  105,2663192
1528,0959,527,219  x  105,2663193550,0320,018,016  x  142,0863170

616,0359,018,918  x  142,0863171 420,0241,117,03  x  88,3763194
634,0380,019,019  x  142,0863172 662,0321,419,24  x  88,3763195
817,0500,023,025  x  142,0863173 784,0401,821,05  x  88,3763196
132,063,09,72  x  123,3163174 701,0383,119,53  x  613,363197
177,095,010,23  x  123,3163175 908,0510,722,44  x  613,363198
201,0127,011,24  x  123,3163176 1149,0638,424,55  x  613,363199
274,0159,012,35  x  123,3163177 1061,0610,624,43  x  421,262802
315,0191,013,66  x  123,3163178 1366,0814,127,04  x  421,262803
353,0222,013,97  x  123,3163179 1631,01017,629,95  x  421,262804
476,0286,016,49  x  123,3163180 1480,0967,728,23  x  233,662805
613,0381,018,312  x  123,3163181 1922,01290,331,44  x  233,662806
783,0508,019,816  x  123,3163182 2363,01612,834,65  x  233,662807
918,0604,022,319  x  123,3163183 2397,01624,035,64  x  142,362808
961,0636,023,120  x  123,3163184 2938,02031,038,74  x  1/052,962809

1236,0794,025,825  x  123,3163185 3559,02584,042,14  x  2/067,362810
213,0101,012,22  x  105,2663186 4181,03256,049,44  x  3/084,462811
283,0151,512,93  x  105,2663187 5747,04097,052,04  x  4/0106,762812

 

Dimensions and specifications may be changed without prior notice. (RN01)

360

Cables according to international Approvals / PVC-Control Cables UL/CSA

Suitable accessories can be found in Chapter X.

• Cable Gland - HELUTOP® HT-E




